Ducane
Fits-All 80™ Multi-Position Gas Furnaces

80% AFUE. Natural gas. For use on upflow, downflow and horizontal applications.

FEATURES:
Design Features:
- Upflow, downflow or horizontal application flexibility fits nearly every home.
- Cooling capacity supported 1-1/2 through 5 ton.
- Electronic air cleaner and humidifier connections.
- 5 amp fused, low voltage circuit protection.
- Time delay OFF for air conditioner SEER enhancement.
- Twinning compatible.

Venting:
- Category I appliances.
- 4" vertical or horizontal venting with approved power venter.

Burner:
- High quality Beckett flame retention burner.

Controls:
- Honeywell Smart Valve™ system with LED diagnostics for fast, accurate troubleshooting.
- Slow opening valve for quite, smooth ignition.
- Electronic fan timer control.

Cabinet:
- Heavy-gauge, insulated cabinet provides strength and quiet comfort.
- Ducane diagnostic sleeve for fast, safe troubleshooting.

Indoor Air Blower:
- 3-speed PSC blower motor.

Safety:
- CSA certified for US and Canada.
- Safety limit prevents overheating.

Warranty:
- 25 year limited warranty on heat exchanger.
- 5 year limited warranty on covered components.

Heat Exchanger Assembly:
- Crimp-Tite™ crimped aluminum steel primary heat exchanger for longer life and safe operation.

All brands may not be available in all branches. Call your local branch for availability.